Read the first time installation.
Run Setup from the CD

Now you want to copy the “Latest version” from the CD

NB * Only do this on a “First Time” installation. *

Copy everything from the CD – Look for :-

  _00 Latest Version – Pro – ( Turbo Time – Pro)    [Ctrl A] to mark and [Ctrl C] copy
Go to where you installed Sentri Turbo Time (Usually c:\program files\Sentri)

Paste [Ctrl V] that into the TurboTime DIR (Not the Data Dir) 

i.e.   C:\Program Files\Sentri and say YES to Overwrite  - 
IF you want to only copy the Data Dir, copy from the CD data to the PC Data.
Open the DATA Dir,  i.e. C:\Program Files\Sentri \Data

Ctrl A to highlight everything, hold the mouse over the highlighted section and Right click, Goto Properties. Make sure it is NOT read only – Ctrl A then Rightclick – properties – Untick read only, - Apply. (Only if it is not Windows XP)
Go up one level i.e.  C:\Program Files\Sentri  - Make sure it is not “read only”
Find Turbotime.exe and open the program.

You will see a Red icon with a cross and a HELP icon.

Click on the HELP, About, Register
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Enter your company name 

**** NB***** Make sure that the name is spelt correctly.

Make the company name all CAPITOLS, less likely to cause an error.
You cannot add a full stop after you have been given the code so make sure

you have your name correct. Email / Fax / Phone us the name and the

System code together with proof of payment and we will give you your

“Unlock Key”  i.e. A1B2C3D4F5 etc no spaces.

Click Register and the program will work.
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Enter the User Name as:- 1234

TAB will take to the Password.

The Password is:-  1234

Enter or click on the push OK.
At this point you should have set up your clock, Set the port, and you should be able to drain the clock. Close the program down and goto START.
Search and find a file called “Logdata.Wiz”

It should be in the C:\Program Files\Sentri Directory. Depending on what hardware you are using, it could be anywhere on the PC. 
Go back to TurboTime and open your “Clockings” look for IMPORT CLOCKINGS
This is what version TWO looks like.
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This is what version FOUR looks like.
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Look the bottom of the box and you will see File Name 

And Files of Types  (What English is that? Files of types?)

Click on the drop box and say all files.

Log for your “Logdata.wiz” file in the Directory where you did your search.

Chould be C:\Program Files\Sentri  & Logdata.Wiz 
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Click on the OPEN icon - bottom right hand side (RHS). 

This will set up the PATH to import your clockings, Click next, next, finish.

That’s that.

 --------- Next ---------------------------------------------------------------------------------

Set up your printer.

FILE.

Setup Printer

Find the Printer you want by clicking on the drop box.

It is IMPORTANT that you realise that we actually TALK to the printer so if we cannot talk t the printer there is an error message,
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One of our customer clicked on “Number of Copies” as 10 and did that cause some interest.

Next set up your DIRECT PRINTER. 
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Select the Printer. 

Make SURE you select either a HP2 or Generic Dot Matrix.

Colour printers select HP2.

Lines per page, Play around with these settings start off with 88 and go down to 66

Font  - there must be a Font “Courier New” seems to be about the best but play with different fonts to get the result you want.

Pont size should be seven for A4 page.

Line Spacing:- This is the space between one line and the next on your direct report.

To change highlight the section and type in what ever you like, but 1.25 seems to be about the best.  If you want, the supervisors to write notes in between the lines you might try 2.50 and see what that looks like.
Orientation. Landscape or Portrait. 
